
IS SPECIFICATION TITLE REVISION NO.

IS 191: 2007 COPPER SPECIFICATIONS 4TH REV.

IS 210-1993 GREY IRON CASTINGS - SPECIFICATION 4TH REV.

IS 223: 1950 TENSILE TESTING OF METALS (FERROUS)

IS 228: 1959
METHODS OF CHEMICAL ANALYSIS OF PIG IRON, CAST IRON , PLAIN CARBON & LOW ALLOY 

STEELS 

IS 276: 2000 AUSTENITIC MANGANESE STEEL CASTINGS - SPECIFICATION 5TH REV.

IS 292: 1983 SPECIFICATION FOR LEADED BRASS INGOTS AND CASTINGS 2ND REV.

IS 304:1981 SPECIFICATION FOR HIGH TENSILE BRASS INGOTS AND CASTINGS 2ND REV.

IS 305:1981 SPECIFICATION FOR ALUMINIUM BRONZE INGOTS AND CASTINGS 2ND REV.

IS 319: 2007 FREE CUTTING LEADED BRASS BARS, RODS & SECTON - SPECIFICATION 5TH REV.

IS 397: 2003 METHOD FOR STATISTICAL QUALITY CONTROL DURING PRODUCTION IST REV.

IS 407: 1981 SPECIFICATION FOR BRASS TUBES FOR GENERAL  PURPOSES 3RD REV.

IS 439:1989 INDUSTRIAL COKE-SPECIFICATION 3RD REV.

IS 460: 1985 SPECIFICATION FOR TEST SIEVES:  PART I WIRE CLOTH TEST SIEVES 2ND REV.

IS 482: 1981 SPECIFICATION FOR REELS FOR COVERED ROUND ELECTRICAL WINDING WIRES 3RD REV.

IS 617:1994
ALUMINIUM AND ALUMINIUM ALLOY INGOTS AND CASTINGS FOR GENERAL ENGINEERING 

PURPOSES
3RD REV.

IS 713: 1981 ZINC BASE ALLOY INGOTS FOR DIE CASTING 2ND REV.

IS 742:1981 ZINC BASE ALLOY DIE CASTINGS 2ND REV.

IS 775: 1970 SPECIFICATION FOR CAST IRON BRACKETS AND SUPPORT FOR WASH BASINS AND SINKS 2ND REV.

IS 1028:1987 SPECIFICATION FOR SILICON BRONZE INGOTS AND CASTINGS 2ND REV.

IS 1030:1998 CARBON STEEL CASTINGS FOR GENERAL ENGINEERING PURPOSES 5TH REV.

IS 1068:1993
SPECIFICATION FOR ELECTROPLATED COATING OF NICKEL PLUS CHROMIUM AND COPPER PLUS 

NICKEL PLUS CHROMIUM
3RD REV.

IS 1110:1990 FERROSILICON-SPECIFICATION 4TH REV.

IS 1170:1992 FERROCHROMIUM-SPECIFICATION 2ND REV.

IS 1171:1996 FERROMANGANESE - SPECIFICATION 4TH REV.

IS 1230: 1979 CAST IRON RAINWATER PIPES AND FITTINGS 2ND REV.

IS 1264:1997 BRASS GRAVITY DIE CASTINGS (INGOTS AND CASTINGS) 4TH REV.

IS 1280:1975 FOUNDRY MOULDING BOXES OF STEEL CONSTRUCTION 2ND REV.

IS 1305:1984 GRAPHITE FOR USE IN FOUNDRY COATINGS 3RD REV.

IS 1355: 1984 METHODS OF DETERMINATION OF CHEMICAL COMPOSITION OF ASH OF COAL AND COKE IST REV.

IS 1387: 1993 GENERAL REQUIREMENTS FOR THE SUPPLY OF METALLURGICAL MATERIALS 2ND REV.

IS 1458:1965 RAILWAY BRONZE INGOTS AND CASTINGS

IS 1469:1993 FERROMOLYBDENUM 4TH REV.

IS 1499: 1977 METHOD FOR CHARPY IMPACT TEST FOR METALS IST REV.

IS 1500:2005 METHOD FOR BRINELL HARDNESS TEST FOR METALLIC MATERIALS 3RD REV.

IS 1501: 2002 METHOD FOR VICKERS HARDNESS TEST FOR METALLIC MATERIALS 2ND REV.

IS 1503: 1988 WOODEN PACKING CASES 3RD REV.

IS 1511: 1979 SPECIFICATION FOR BLADES FOR MANUALLY - OPERATED CHAFF CUTTER 2ND REV.

IS 1513:1980 SPECIFICATION FOR WOODEN PATTERN EQUIPMENT FOR FOUNDRIES 2ND REV.

IS 1527: 1972 METHODS FOR CHEMICAL ANALYSIS OF HIGH SILICA REFRACTORY MATERIALS IST REV.

IS 1536: 2001 CENTRIFUGALLY CAST (SPUN) IRON PRESSURE PIPES FOR WATER, GAS AND SEWAGE 4TH REV.

IS 1537: 1976 VERTICALLY CAST IRON PRESSURE PIPES FOR WATER, GAS AND SEWAGE IST REV.

IS 1538: 1993 CAST IRON FITTINGS FOR PRESSURE PIPES FOR WATER , GAS AND SEWAGE 3RD REV.

IS 1559: 1961 METHODS OF CHEMICAL  ANALYSIS OF FERRO- ALLOYS

IS 1592: 2003 ASBESTOS CEMENT PRESSURE PIPES AND JOINTS - SPECIFICATION 4TH REV.

IS 1593:1982 SPECIFICATION FOR FUEL OILS 2ND REV.

IS 1608:2005 MECHANICAL TESTING OF METALS - TENSILE TESTING 3RD REV.

IS 1655:1991 ZINC ALLOYS- CODE OF PRACTICE FOR MANUFACTURE OF PRESSURE  DIE CASTINGS 2ND REV.

IS 1691: 1980 SPECIFICATION FOR CAST IRON AND MILD STEEL FLAT PULLEYS 2ND REV.

IS 1726:1991 SPECIFICATION FOR CAST IRON MANHOLE COVERS AND FRAMES 3RD REV.

IS 1729: 2002
CAST IRON/ DUCTILE IRON DRAINAGE PIPES AND PIPE FITTINGS FOR OVER GROUND NON-

PRESSURE PIPELINE SOCKET AND SPIGOT SERIES
2ND REV.

IS 1751: 1984 FIRECLAY CUPOLA REFRECTORIES 2ND REV.



IS 1752-1973 COAL DUST FOR USE IN CAST IRON FOUNDRY 2ND REV.

IS 1757: 1988 METHOD FOR CHARPY IMPACT TEST (V NOTCH) FOR METALLIC MATERIALS 2ND REV.

IS 1789: 1961 METHOD FOR  BRINELL HARDNESS TEST FOR GREY CAST IRON

IS 1790: 1961 METHOD FOR BRINELL HARDNESS TEST FOR LIGHT METALS AND THEIR ALLOYS

IS 1811:1984 METHODS OF SAMPLING FOUNDRY SANDS 1ST REV.

IS 1865:1991 IRON CASTINGS WITH SPHEROIDAL OR NODULAR GRAPHITE 3RD REV.

IS 1868: 1996 ANODIC COATINGS ON ALUMINIUM AND ITS ALLOYS - SPECIFICATION 3RD REV.

IS 1879: 1987 MALLEABLE CAST IRON PIPE FITTINGS 2ND REV.

IS 1880: 1977 ZINC OXIDE AND ZINC SALTS FOR ELECTROPLATING IST REV.

IS 1897: 1983 COPPER STRIP FOR ELECTRICAL PURPOSES 2ND REV.

IS 1917: 1962 METHODS OF CHEMICAL ANALYSIS OF QUARTZITE AND HIGH SILICA SAND

IS 1918:1966 METHODS OF PHYSICAL TESTS FOR FOUNDRY SANDS

IS 1926: 1961 EQUIVALENT METRIC UNITS FOR QUANTITIES IN MECHANICAL ENGINEERING

IS 1956: 1976
GLOSSARY OF TERMS RELATING TO IRON AND STEEL PART 1 GENERAL METALLURGY, HEAT 

TREATMENT AND TESTING
IST REV.

IS 1987: 2000 HIGH SILICA SAND FOR USE IN FOUNDRY - SPECIFICATION 2ND REV.

IS 2042: 2006 INSULATING BRICKS - SPECIFICATION 2ND REV.

IS 2047: 1992 ALUMINIUM  ALLOY HARDENERS ( MASTER ALLOYS) 2ND REV.

IS 2066:1962 CODING AND CLASSIFICATION FOR NON-FERROUS SCRAP METALS AND RESIDUES

IS 2078: 1979 METHOD  FOR TENSILE  TESTING OF GREY CAST IRON IST REV.

IS 2084: 1991 COD FOR DESIGNATION OF PIG IRON 2ND REV.

IS 2104: 1981 SPECIFICATION FOR WATER METER BOXES (DOMESTIC TYPE) IST REV.

IS 2304: 1962
PROCEDURE  FOR INSPECTION AND TESTING OF LIGHT METALS AND THEIR ALLOY INGOTS AND 

CASTINGS FOR AIRCRAFT PURPOSES

IS 2376:1963 COLOUR CODE FOR THE IDENTIFICATION OF COPPER & COPPER ALLOYS

IS 2379: 2005 COLOUR CODE FOR IDENTIFICATION OF PIPE LINES IST REV.

IS 2391: 1970 FOUNDRY NICKEL IST REV.

IS 2479: 1981
COLOUR CODE FOR THE IDENTIFICATION OF ALUMINIUM AND ALUMINIUM ALLOYS FOR 

GENERAL ENGINEERING PURPOSES
2ND REV.

IS 2549:1994 CODE OF CLASSIFICATION OF PROCESSED FERROUS SCRAP IST REV.

IS 2586: 1986 SPECIFICATION FOR BENCH VICES 2ND REV.

IS 2599: 1983
METHODS FOR SPECTROGRAPHIC ANALYSIS OF HIGH PURITY ZINC AND ZINC BASE  ALLOYS FOR 

DIE CASTING
IST REV.

IS 2600: 1964
METHOD OF CHEMICAL ANALYSIS OF HIGH PURITY ZINC AND ZINC BASE ALLOYS FOR DIE 

CASTING

IS 2633: 1986 METHODS FOR TESTING UNIFORMITY OF COATING OF ZINC COATED ARTICLE 2ND REV.

IS 2643: 2005
PIPE THREADS WHERE PRESSURE - TIGHT JOINTS ARE NOT MADE ON THE THREADS-

DIMENSIONS, TOLERANCES AND DESIGNATION
3RD REV.

IS 2644: 1994 HIGH TENSILE STEEL CASTINGS 4TH REV.

IS 2654: 1977 METHOD FOR TENSILE TESTING OF COPPER AND COPPER ALLOYS

IS 2657: 1964 METHOD FOR TENSILE TESTING OF ALUMINIUM AND ALUMINIUM ALLOY TUBE

IS 2707: 1996 CARBON STEEL CASTINGS FOR SURFACE HARDENING - SPECIFICATION 4TH REV.

IS 2708: 1993 1.5 PERCENT MANGANESE STEEL CASTINGS FOR GENERAL ENGINEERING PURPOSES 3RD REV.

IS 2749: 1974 AUSTENITIC IRON CASTINGS IST REV.

IS 2763: 1999 GLOSSARY OF TERMS RELATING TO FOUNDRY TECHNOLOGY IST REV.

IS 2856: 1999
CARBON STEEL CASTINGS FOR PRESSURE CONTAINING PARTS SUITABLE FOR FUSION WELDING - 

SPECIFICATION
4TH REV.

IS 2866: 1968 METHOD FOR VICKERS HARDNESS TEST FOR COPPER AND COPPER ALLOYS

IS 2985: 1990 STEEL CASTINGS FOR SHIPS STRUCTURE -SPECIFICATION 3RD REV.

IS 2986: 1990 STEEL CASTINGS FOR MARINE ENGINES AND BOILERS 2ND REV.

IS 3005: 1979 SPECIFICATION FOR GREY CAST IRON INGOT MOULDS, STOOLS AND SLAG LADLES 1ST REV.

IS 3018:1977 SPECIFICATION FOR STANDARD SILICA SAND FOR RAW MATERIAL TESTING IN FOUNDRIES

IS 3021: 1975 BENTONITE FOR USE IN FOUNDRIES

IS 3038:2006
MARTENSITIC STAINLESS STEEL AND ALLOY STEEL CASTINGS FOR PRESSURE CONTAINING 

PARTS SUITABLE FOR HIGH TEMPERATURE SERVICE - SPECIFICATION 
4TH REV.

IS 3091:1999
ALUMINIUM BRONZE INGOTS AND CASTINGS FOR OVERHEAD FITTINGS IN ELECTRIC TRACTION - 

SPECIFICATION
1ST REV.

IS 3114: 1994 CODE OF PRACTICE FOR LAYING OF CAST IRON PIPES 2ND REV.



IS 3133: 1989
MANHOLE AND INSPECTION OPENINGS FOR CHEMICAL EQUIPMENT - GENERAL 

REQUIREMENTS
IST REV.

IS 3177:1999
CODE OF PRACTICE FOR ELECTRIC OVERHEAD TRAVELLING CRANES AND GANTRY CRANES 

OTHER THAN STEEL WORK CRANES
2ND REV.

IS 3195-1992
STEEL FOR THE MANUFACTURE OF VOLUTE AND HELICAL SPRINGS ( FOR RAILWAY ROLLING 

STOCK)
3RD REV.

IS 3204: 1978 LIMESTONE FOR CHEMICAL INDUSTRY IST REV.

IS 3339:1975 SILICA FLOUR FOR USE IN FOUNDRIES 1ST REV.

IS 3343:1965 NATURAL MOULDING SAND FOR USE IN FOUNDRIES

IS 3355:1974
GREY IRON CASTINGS FOR ELEVATED TEMPERATURES FOR NON - PRESSURE CONTAINING 

PARTS
1ST REV.

IS 3444:1999
CORROSION RESISTANT HIGH ALLOY STEEL AND NICKEL BASE CASTINGS FOR GENERAL 

APPLICATIONS - SPECIFICATION
3RD REV.

IS 3486: 1966 CAST IRON SPIGOT AND SOCKET DRAIN  PIPES

IS 3516: 1966 CAST IRON PIPE FLANGES AND FLANGED FITTINGS FOR PETROLEUM INDUSTRY

IS 3664:1981
CODE OF PRACTICE FOR ULTRASONIC PULSE ECHO TESTING BY CONTACT AND IMMERSION 

METHODS
1ST REV.

IS 3666: 1966 TESTS FOR FOUNDRY CORE OILS

IS 3685: 1966 METHODS OF CHEMICAL ANALYSIS OF BRASSES

IS 3703: 2004 RECOMMENDED PRACTICE FOR MAGNETIC  PARTICLE FLAW DETECTION 2ND REV.

IS 3848: 1981 METHOD FOR END QUENCH TEST FOR HARDENABILITY OF STEEL IST REV.

IS 3896: 1966 COMPARISON OF INDIAN AND OVERSEAS STANDARDS FOR IRON CASTINGS

IS 3989: 1984
CENTRIFUGALLY CAST (SPUN) IRON SPIGOT AND SOCKET SOIL, WASTE, VENTILATING AND 

RAINWATER PIPES, FITTINGS AND ACCESSORIES 
2ND REV.

IS 4027: 1967 METHODS OF CHEMICAL ANALYSIS OF BRONZES

IS 4075: 1985 METHOD FOR MACROSTREAK FLAW TEST FOR STEEL IST REV.

IS 4099: 1978 NIBS FOR PENHOLDERS FOR GENERAL WRITING PURPOSES

IS 4111: 1986 CODE OF PRACTICE FOR ANCILLARY STRUCTURES IN SEWERAGE SYSTEM : PART 1 MANHOLES IST REV.

IS 4131:1967 NICKEL-COPPER ALLOY CASTINGS

IS 4140:1978  LIMESTONE FOR USE IN FOUNDRIES 1ST REV.

IS 4163: 2004
STEEL- DETERMINATION OF CONTENT OF NON METALLIC INCLUSIONS- MICROGRAPHIC 

METHOD USING STANDARD DIAGRAMS
3RD REV.

IS 4258: 1982 HARDNESS CONVERSION TABLES FOR METALLIC MATERIALS IST REV.

IS 4269:1981 DEXTRINE FOR USE IN FOUNDRIES 1ST REV.

IS 4413: 1981 BRASS  WIRES FOR GENERAL ENGINEERING PURPOSES IST REV.

IS 4454: 2001
SPECIFICATION FOR STEEL WIRES FOR MECHANICAL SPRINGS -PART1 : PATENTED AND COLD 

DRAWN STEEL WIRES - UNALLOYED
3RD REV.

IS 4475: 1986
SPECIFICATION FOR CRANE SUSPENDED LADLES FOR FOUNDRIES- PART 1: STRAIGHT/TAPER 

SIDED GEARED LADLES 0.25 TO 10 TONNES FOR IRON AND STEEL FOUNDRIES
2ND REV.

IS 4476: 1975 CRANE - SUSPENDED HAND- OPERATED GEARED LADLES FOR STEEL FOUNDRIES IST REV.

IS 4491:1994 STEEL CASTINGS FOR HIGH MAGNETIC PERMEABILITY 3RD REV.

IS 4522:1986 HEAT RESISTANT ALLOY STEEL AND NICKEL BASE CASTINGS 2ND REV.

IS 4604:1975 PATTERN PLATES FOR MACHINE MOULDING BOXES 1ST REV.

IS 4606:1983 STEEL SHOT FOR USE IN FOUNDRIES 1ST REV.

IS 4683:1968 CHILLED IRON SHOT AND GRIT FOR USE IN FOUNDRIES

IS 4748: 1988 METHODS FOR ESTIMATING AVERAGE GRAIN SIZE OF METALS IST REV.

IS 4771:1985 ABRASION-RESISTANT IRON CASTINGS 2ND REV.

IS 4843: 1968 CODE FOR DESIGNATION OF FERROUS CASTINGS

IS 4896: 1992 ONE PERCENT CHROMIUM STEEL CASTINGS FOR RESISTANCE TO ABRASION 2ND REV.

IS 4897:1994 DEVIATIONS ON UNTOLERANCED DIMENSIONS AND MASS OF STEEL CASTINGS 3RD REV.

IS 4898:1989 STEEL CASTINGS FOR CASE CARBURIZING - SPECIFICATION 2ND REV.

IS 4899: 2006 FERRITIC AND MARTENSITIC STEEL CASTINGS FOR USE AT LOW TEMPERATURE 3RD REV.

IS 4905: 1968 METHODS FOR RANDOM SAMPLING

IS 4942: 1983
ELECTROPLATED COATINGS OF NICKEL AND CHROMIUM ON ALUMINIUM AND ALUMINIUM 

ALLOYS
IST REV.

IS 4981:1984 GUIDE PINS FOR FOUNDRY PATTERN PLATES 2ND REV.

IS 4982:1984 CLOSING PINS FOR FOUNDRY MOULDING BOXES 2ND REV.

IS 5032:1983 RECOMMENDED SIZES OF CUPOLA FURNACE FOR FOUNDRY 2ND REV.



IS 5061: 1978
GUIDE FOR TREATMENT AND DISPOSAL OF EFFLUENTS OF PULP, PAPER AND BOARD 

INDUSTRIES : PART 1 - FOR MILLS WITH CHEMICAL RECOVERY SYSTEM
IST REV.

IS 5139:1995
REPAIR OF CAST IRON CASTINGS BY OXY-ACETYLENE AND  MANUAL METAL ARC WELDING - 

RECOMMENDATIONS
1ST REV.

IS 5182: 1969 METHODS FOR MEASUREMENT OF AIR POLLUTION IST REV.

IS 5219: 1969 SPECIFICATION FOR CAST COPPER ALLOYS TRAPS

IS 5303:1974 ZIRCON FLOUR FOR USE IN FOUNDRIES 1ST REV.

IS 5414: 1995 GASKETS AND PACKINGS - GLAND PACKING JUTE AND HEMP - SPECIFICATION IST REV.

IS 5511:  1991 COVERED ELECTRODES FOR MANUAL METAL ARE WELDING OF CAST IRON IST REV.

IS 5519: 1979 DEVIATIONS FOR UNTOLERANCED DIMENSIONS AND MASS OF GREY IRON CASTINGS IST REV.

IS 5529: 1985 CODE OF PRACTICE FOR IN-SITU PERMEABILITY TEST PART 1 TEST IN OVERBURDEN IST REV.

IS 5531: 1988 CAST IRON SPECIALS FOR ASBESTOS -CEMENT PRESSURE PIPES FOR WATER, GAS & SEWAGE 2ND REV.

IS 5635: 1983 SPECIFICATION FOR AUTOMOTIVE V-BELTS DRIVES IST REV.

IS 5652: 1993 HARDMETALS - ROCKWELL HARDNESS TEST (SCALE A) - PART 1: TEST METHOD 2ND REV.

IS 5699: 1970 METHOD FOR CHILL TESTING OF CAST IRON

IS 5743:1991 COPPER MASTER ALLOYS 1ST REV.

IS 5787: 1986 SPHEROIDAL OR NODULAR GRAPHITE IRON CASTINGS FOR PAPTER MILL DRYER ROLLS IST REV.

IS 5788: 1986
IRON CASTINGS WITH SPHEROIDAL OR NO DULAR GARPHITE FOR PRESSURE CONTAINING 

PARTS FOR USE AT ELEVATED TEMPERATURES
IST REV.

IS 5789:1993
AUSTENITIC SPHEROIDAL GRAPHITE IRON CASTINGS FOR PRESSURE CONTAINING PARTS 

SUITABLE FOR LOW- TEMPERATURE SERVICE - SPECIFICATION
1ST REV.

IS 5791: 2006 INTERNAL COMBUSTION ENGINES - PISTON RINGS - MATERIAL SPECIFICATIONS 3RD REV.

IS 5824: 1970 LANCETS FOR USE IN FOUNDRIES

IS 5841: 1970 FLUTTED CORE CLEANERS FOR USE IN  FOUNDRIES

IS 5850: 1970 STAR (TRIANGULAR) CUTTERS FOR USE IN FOUNDRIES

IS 5873: 1970 STEEL CUT--WIRE SHOTS FOR USE IN FOUNDRIES

IS 5897: 1985
ALUMINIUM AND ALUMINIUM ALLOY WELDING RODS AND WIRES AND MAGNESIUM ALLOY 

WELDING RODS
IST REV.

IS 5898: 1970
SPECIFICATION FOR COPPER AND COPPER ALLOY BARE SOLID WELDING RODS AND 

ELECTRODES

IS 5904:1978 STEEL CHAPLETS FOR USE IN FERROUS FOUNDRIES 1ST REV.

IS 5961: 1970 SPECIFICATION FOR CAST IRON GRATINGS FOR DRAINAGE PURPOSES

IS 5981:1986 SLEEKERS FOR USE IN FOUNDRIES 1ST REV.

IS 5988: 1970 SPRING DOWELS SLEEVES (LIGHT AND HEAVY PATTERNS) FOR USE IN FOUNDRIES

IS 6012: 1992 METHOD FOR MEASUREMENT OF COATING THICKNESS BY EDDY CURRENT IST REV.

IS 6013:1970 TROWELS FOR USE IN FOUNDRIES

IS 6079:1989 LOW ALLOY CAST STEEL GRINDING MEDIA 2ND REV.

IS 6163: 1978 CENTRIFUGALLY CAST (SPUN) IRON LOW PRESSURE PIPES FOR WATER, GAS AND SEWAGE IST REV.

IS 6232: 1971 SPECIFICATION FOR CAST IRON BOX ANGLES PLATES

IS 6331:1987  AUTOMOTIVE GREY IRON CASTINGS 1ST REV.

IS 6366: 1971 SPRUE PLUGES FOR USE IN FOUNDRIES

IS 6376:1986 PATTERN LIFTING PINS AND HOOKS FOR USE IN FOUNDRIES 1ST REV.

IS 6377: 1971 MELLETS FOR USE IN FOUNDRIES

IS 6378:1986 SPECIFICATION FOR PATTERN LIFTING AND RAPPING PLATES 1ST REV.

IS 6396: 2000 METHOD OF MEASURING DECARBURIZED DEPTH OF STEEL 2ND REV.

IS 6401:1986 DOWEL PINS FOR USE IN FOUNDRIES 1ST REV.

IS 6416: 1988 METHODS FOR MEASURING CASE DEPTH OF STEEL IST REV.

IS 6418:1971 CAST IRON AND MALLEABLE CAST IRON FLANGES FOR GENERAL ENGINEERING PURPOSES

IS 6443: 1971 LIFTERS AND CLEANERS FOR USE IN FOUNDRIES

IS 6447:1986 VENT WIRES FOR USE IN FOUNDRIES 1ST REV.

IS 6482: 1971 TEMPERS AND RAMMERS FOR USE IN FOUNDRIES

IS 6601:1987 PERMISSIBLE DEVIATIONS IN CHEMICAL COMPOSITION FOR PRODUCTS ANALYSIS OF STEEL 1ST REV.

IS 6603: 2001 STAINLESS STEEL BARS AND FLATS - SPECIFICATION IST REV.

IS 6629-1972 CAST IRON ROLLS

IS 6694:1999 MAGNESIUM INGOTS -SPECIFICATION 2ND REV.

IS 6727: 1972 FIRECLAY CHECKER BRICKS FOR OPEN HEARTH FURNACE



IS 6750:2006 SPECIFICATION FOR CYLINDER LINERS FOR INTERNAL COMBUSTION ENGINES 1ST REV.

IS 6751:1972 SPECIFICATION FOR ALUMINIUM ALLOY CASTINGS AND STRIPS FOR BEARINGS

IS 6752: 1991 CODE OF PRACTICE FOR MAGNETIC PARTICLE FLAW DETECTION OF FERROUS PIPES AND TUBES IST REV.

IS 6773: 2008 SODIUM SILICATE FOR USE IN FOUNDRIES 2ND REV.

IS 6788:1973 CHROMITE SAND FOR USE IN FOUNDRIES

IS 6907:1992 STEEL CASTINGS - METHODS OF SAMPLING 1ST REV.

IS 6912: 1985 COPPER AND COPPER ALLOY FORGING STOCK AND FORGINGS IST REV.

IS 7088: 1973 RECOMMENDED PRATICE  FOR ANDOIZING ALUMINIUM AND ITS ALLOYS 

IS 7148: 1980 FERRO ALLOYS FOR WELDING INDUSTRY IST REV.

IS 7181: 1986 HORIZONTALLY CAST IRON DOUBLE FLANGED PIPES FOR WATER, GAS AND SEWAGE IST REV.

IS 7225:1985 DENTAL COBALT CHROMIUM CASTING ALLOY IST REV.

IS 7295:1974 SPECIFICATION FOR CHAMOTTE

IS 7297:1974 OLIVINE SAND AND FLOUR FOR USE IN STEEL FOUNDRIES

IS 7520:1974 CORROSION RESISTANT HIGH SILICON IRON CASTINGS

IS 7547:1987 STEEL NAILS USED AS INTERNAL CHILLS IN STEEL CASTINGS 1ST REV.

IS 7598: 1990 CLASSIFICATION OF STEELS IST REV.

IS 7608: 1987 PHOSPHOR BRONZE WIRE FOR GENERAL ENGINEERING PURPOSES IST REV.

IS 7658:1975  SPECTROGRAPHIC ANALYSIS OF ALUMINIUM

IS 7666:1988
ULTRASONIC EXAMINATION OF FERRITIC CASTINGS OF CARBON AND LOW ALLOY STEEL - 

RECOMMENDED PROCEDURE
1ST REV.

IS 7739: 1975 CODE OF PRACTICE FOR PREPARATION OF METALLURGICAL SPECIMENS

IS 7754: 1975 METHOD FOR DESIGNATION OF MICROSTRUTURE OF GRAPHITE IN CAST IRON

IS 7793: 1975 ALUMINIUM ALLOYS FOR IC ENGINE PISTONS

IS 7806: 1993 MARTENSITIC AND AUSTENITIC HIGH ALLOY STEEL CASTINGS FOR HIGH TEMPERATURE SERVICE 2ND REV.

IS 7810: 1999
CODE OF PRACTICE FOR RADIOGRAPHIC EXAMINATION OF RESISTANCE SPOT WELDS ON 

ALUMINIUM AND ITS ALLOYS 
IST REV.

IS 7811: 1985 PHOSPHOR BRONZE RODS & BARS IST REV.

IS 7814: 2005 PHOSPHOR BRONZE SHEET AND STRIP AND FOIL - SPECIFICATION 2ND REV.

IS 7887: 1992 MILD STEEL WIRE RODS FOR GENERAL ENGINEERING PURPOSES IST REV.

IS 7897: 1975 TEST CODE FOR CHAFF CUTTER

IS 7899:2006 ALLOY STEEL CASTINGS SUITABLE FOR PRESSURE SERVICES 3RD REV.

IS 7925:1976 LOW ALLOY TYPES OF ABRASION RESISTANT IRON CASTINGS

IS 7958: 1976 SPECIFICATION FOR HAND VICES

IS 8008: 2003
INJECTION MOULDED/ MACHINED HIGH DENSITY POLYETHYLENE FITTINGS FOR POTABLE 

WATER SUPPLIES - SPECIFICATION
IST REV.

IS 8092: 2008 INDUSTRIAL PLANT LAYOUT - CODE OF SAFETY IST REV.

IS 8228-1976 SPECIFICATION FOR BAUXITE SAND

IS 8246:1976 LIQUID RESINS FOR USE IN SHELL PROCESS IN FOUNDRIES

IS 8250:1988 FOUNDRY PARTING AGENTS 1ST REV.

IS 8329: 2000
CENTRIFUGALLY CAST (SPUN) DUCTILE IRON PRESSURE PIPES FOR WATER, GAS AND SEWAGE - 

SPECIFICATION 
3RD REV.

IS 8349: 1977 DEVIATIONS FOR UNTOLERANCED DIMENSIONS OF MALLEABLE IRON CASTINGS

IS 8350: 1977
DEVIATIONS FOR UNTOLERANCED DIMENSIONS OF SPHEROIDAL OR NODULAR GRAPHITE IRON 

CASTINGS

IS 8422:1977
SPECIFICATION FOR PISTON RINGS FOR IC ENGINES -PART 1 PLAIN COMPRESSION RINGS FROM 

30 UP TO 200 MM NOMINAL DIAMETER R-RINGS

IS 8503: 1986
TECHNICAL SUPPLY CONDITIONS FOR ALUMINIUM ALLOY PISTONS FOR INTERNAL 

COMBUSTION ENGINES
IST REV.

IS 8531: 1986  SPECIFICATION FOR PULLEYS FOR BELT CONVEYORS IST REV.

IS 8717: 1978
CODE OF PRACTICE FOR PACKAGING OF CAST IRON PIPES & FITTINGS OF 150 MM  DIAMETER 

AND BELOW

IS 8779:1978 CORE GUMS (SODIUM SILICATE BASED) FOR USE IN FOUNDRIES

IS 8780- 2004 NON - DESTRUCTIVE TESTING OF STEEL CASTINGS - CODE OF PRACTICE 1ST REV.

IS 8785:1978 CO2 CORE BINDER SYSTEM (BINDER AND BREAK-DOWN AGENT) FOR USE IN FOUNDRIES

IS 8794: 1988 CAST IRON DETACHABLE JOINTS FOR USE WITH ASBESTOS CEMENT PRESSURE PIPES IST REV.

IS 8795: 1978 METHOD FOR DETERMINING CASE DEPTH OF CARBURIZED  STEEL BY FRACTURE TEST



IS 8800:1997 TECHNICAL DELIVERY CONDITIONS FOR STEEL CASTINGS (EXCLUDING INVESTMENT CASTING) 3RD REV.

IS 8811:1998
METHOD FOR SPECTROGRAPHIC ANALYSIS OF PLAIN CARBON AND LOW ALLOY STEELS POINT 

TO PLANE TECHNIQUE
IST REV.

IS 8816:1978
METHOD FOR SELECTION AND PREPARATION  OF SAMPLES FOR SPECTROGRAPHIC ANALYSIS 

OF ZINC AND ZINC ALLOY INGOTS

IS 8860: 1978 CODE OF PRACTICE FOR HEAT TREATMENT OF ALUMINIUM ALLOYS

IS 8910: 1978 GENERAL TECHNICAL DELIVERY REQUIREMENTS  FOR STEEL AND STEEL PRODUCTS

IS 8939: 1978
CODE OF PRACTICE FOR USE OF OXYGEN IN IRON STEEL, AND NON-FERROUS METAL 

FOUNDRIES

IS 8953: 2006 62 PERCENT ALUMINA BRICKS & BLOCKS FOR BLAST FURNACE - SPECIFICATION

IS 8977:1978 CLAY BONDED GRAPHITE CRUCIBLES

IS 8988:1978 BAUXITE POWDER FOR FOUNDRY WASHES

IS 8992: 1978 TEST METHODS FOR INDUCTION FURNACES WITH SUBMERGED CHANNELS

IS 9005: 1978
LIMITS FOR GASEOUS EMISSION FROM NITRIC ACID AND NITROGENOUS FERTILIZER 

INDUSTRIES

IS 9007:1978 ZIRCON SAND FOR USE IN FOUNDRIES

IS 9008:1978 CORE REPAIRING PASTE FOR USE IN FOUNDRIES

IS 9009:1992 FOUNDRY CORE OILS 1ST REV.

IS 9139: 1979 MALLEABLE IRON SHOTS AND GRITS FOR USE IN FOUNDRIES

IS 9239: 1999 WINDING - IN MINES - SHEAVES CART - SPECIFICATION IST REV.

IS 9321: 1979 MATERIAL FOR ALLOY CAST IRON VALVE SEAT INSERTS

IS 9415: 1980
METHOD FOR DETERMINATION OF HARDENABILITY AND GRAIN SIZE OF TOOL STEELS BY 

PENETRATION FRACTURE TEST

IS 9523: 2000 DUCTILE IRON FITTINGS FOR PRESSURE PIPES FOR WATER, GAS, AND SEWAGE - SPECIFICATION IST REV.

IS 9541: 1987 SPECIFICATION FOR CAST CTC SEGMENTS IST REV.

IS 9565:1995 ACCEPTANCE STANDARDS FOR ULTRASONIC INSPECTION OF STEEL CASTINGS 2ND REV.

IS 9601: 1980 SPECIFICATION FOR SODIUM SILICATE  FOR COSMATIC INDUSTRY

IS 9604:1994 TUNGSTEN INERT CAS (TIG) WELDING EQUIPMENT 1ST REV.

IS 9630: 1980 RECOMMENDED PRACTICES FOR PRODUCTION OF SPHEROIDAL GRAPHITE IRON

IS 9646: 1992
MOULDS SUITABLE  FOR CAST RESIN- BASED JOINTS FOR CABLES FOR VOLTAGES UPTO AND 

INCLUDING 1100 V 
IST REV.

IS 9661:1980 SPECIFICATION FOR HAND SHANK LADLES

IS 9674: 1980 TEST METHODS FOR FLUID SELF HARDENING SAND

IS 9805:1981 HIGH CONDUCTIVITY COPPER CASTINGS

IS 9874:1981
SPECIFICATION FOR ARM AND BED ASSEMBLY FOR SEWING MACHINES FOR HOUSEHOLD 

PURPOSES

IS 9909:1981 SUCCINIC ACID FOR ELECTROLESS PLATING 1ST REV.

IS 9949: 1986 METHODS OF TEST FOR ABRASIVE PROPERTIES OF COAL AND ASSOCIATED MINERALS IST REV.

IS 9975: 1981 SPECIFICATION FOR 'O' RINGS

IS 10032: 1981 ORGANIC NO BAKE BINDERS FOR USE IN FOUNDRIES

IS 10033:1992 ZIRCON AND GRAPHITE BASED CORE AND MOULD WASHES 1ST REV.

IS 10034:1981
BASIC REQUIREMENTS FOR EQUIPMENT FOR DETERMINING MOISTURE CONTENT IN FOUNDRY 

SAND

IS 10085: 2003 CHEMICAL ANALYSIS OF ZIRCON FLOUR OR SAND IST REV.

IS 10091:1981 IRON OXIDE POWDER FOR USE IN FOUNDRIES 1ST REV.

IS 10094:1998 CODE OF PRACTICE FOR PATTERN MAKING BY USING EXPANDED POLYSTYRENE MATERIAL IST REV.

IS 10122: 1982 METHODS OF TESTS FOR CRUCIBLE INDUCTION FURNACES

IS 10138: 1992
MACROSCOPIC METHOD FOR DETERMINATION OF NON METALLIC INCLUSION CONTENT IN 

WROUGHT STEELS PART 1 BLUE FRACTURE TEST METHOD
IST REV.

IS 10152: 1982 GUIDELINES FOR UTILIZATION AND DISPOSAL OF SOLID WASTES FROM PAPER INDUSTRY

IS 10173: 1982
RECOMMENDED PRACTICE FOR PREPARATION OF ZINC ALLOY DIE CASTINGS FOR 

ELCTROPLATING

IS 10207:1982 METHODS OF SAMPLING GREY IRON AND MALLEABLE IRON CASTINGS

IS 10214:1982 METHODS OF SAMPLING BENTONITE

IS 10298: 1982
GUIDELINES FOR DESIGN  AND CONSTRUCTION OF MOULD AND CORE DRYING OVENS FOR 

FOUNDRIES



IS 10299: 1982
CAST IRON SADDLE PIECES FOR SERVICE CONNECTION FROM ASBESTOS CEMENT PRESSURE 

PIPES

IS 10343:1999
CARBON AND LOW ALLOY STEEL INVESTMENT CASTINGS FOR GENERAL APPLICATIONS - 

SPECIFICATION 
2ND REV.

IS 10446: 1983 GLOSSARY OF TERMS RELATING TO WATER SUPPLY AND SANITATION

IS 10461: 1994
METHOD FOR DETERMINATION OF RESISTANCE TO INTERGRANULAR CORROSION OF 

AUSTENITIC STAINLESS STEELS
IST REV.

IS 10469:1983 ANTIPIPING COMPOUND FOR FOUNDRY

IS 10487:1983 SAND RAMMER

IS 10498:1983 APPARATUS FOR DETERMINING PERMEABILITY OF FOUNDRY SAND

IS 10504:1983 EXOTHERMIC FEEDING AID FOR FOUNDRY

IS 10510:1983 SPECIFICATION FOR VEE - BEE CONSISTOMETER

IS 10518: 1983 SNAP FLASK MOULDING BOXES AND JACKETS

IS 10551: 1983 ZIRCON MULLITE REFRACTORIES  FOR GLASS FURNACE APPLICATIONS

IS 10569: 2005 ALUMINIUM BRONZE RODS, BARS AND SECTION IST REV.

IS 10570: 1983 METHODS FOR TESTING REFRACTORY CASTABLES

IS 10723: 1983 ALUMINIUM SILICON BRONZE RODS AND BARS

IS 10724: 1990 ACCEPTANCE STANDARDS FOR MAGNETIC PARTICLE TESTING OF STEEL CASTINGS IST REV.

IS 10742: 1983 CAST GUN METAL RODS AND BARS

IS 10774: 1993
SPECIFICATION FOR CORROSION RESISTANT HIIGH ALLOY AND NICKEL BASE INVESTMENT 

CASTINGS FOR GENERAL APPLICATIONS 
IST REV.

IS 10877: 1984
DIMENSIONS FOR MOULDS FOR CAST RESIN BASED INDOOR TERMINATIONS FOR CABLES FOR 

WORKING  VOLTAGES  FROM 3.3 KV UP TO AND INCLUDING 11KV

IS 10927: 1984 TABLES OF VICKERS HARDNESS VALUES FOR USE IN TESTS MADE ON FLAT SURFACES

IS 10979:1984 POWDER RESIN FOR USE IN SHELL PROCESS IN FOUNDRIES

IS 11035: 1984 METHODS FOR SPECTROGRAPHIC ANALYSIS OF WROUGHT ALUMINIUM ALLOYS

IS 11093: 2001 IRON ORE LUMPS FOR DIRECT REDUCTION PROCESSES SPECIFICATION 2ND REV.

IS 11099:1984 UNIVERSAL SAND TESTING MACHINES 1ST REV.

IS 11166: 1993
PERMISSIBLE DEVIATIONS ON DIMENSIONS, SURFACE ROUGHNESS AND MASS OF STEEL 

CASTINGS MADE WITH INVESTMENT CASTING PROCESS
IST REV.

IS 11266:1985 FLAKE RESINS FOR USE IN SHELL PROCESS IN FOUNDRIES

IS 11286:1995
CORROSION RESISTANT HIGH ALLOWY STEEL, NICKEL BASE AND COBALT BASE INVESTMENT 

CASTINGS FOR SEVERE APPLICATION 
1ST ERV.

IS 11304: 1985 CODE OF PRACTICE  FOR CONTROL OF AIR POLLUTION IN IRON AND STEEL PLANTS

IS 11321:1985 GRAPHITE FOR GRAPHITE CRUCIBLES

IS 11323: 1984 SPECIFICATION FOR STEEL GATE VALVES FOR USE IN MARINE PIPE WORK SYSTEM

IS 11335: 1995 CAST IRON GATE VALVES FOR USE IN MARINE PIPE WORK SYSTEM IST REV.

IS 11371: 1985 METHOD FOR MACROETCH TEST FOR WROUGHT STEEL PRODUCTS

IS 11507:  1985 SPECIFICATION FOR SYNCHRONOUS BELT DRIVE PULLEYS

IS 11606: 1986 METHOD OF SAMPLING CAST IRON PIPES & FITTINGS

IS 11709: 2007 TECHNICAL DELIVERY CONDITIONS FOR INVESTMENT CASTINGS OF STEEL 2ND REV.

IS 11732:1995 ACCEPTANCE STANDARDS FOR DYE PENETRANT INSPECTION OF STEEL CASTINGS IST REV.

IS 11758: 1994 PRECIPITATION HARDENING STAINLESS STEEL CASTINGS IST REV.

IS 11804: 1986 CODE OF PRACTICE FOR MANUFACTURE OF ALUMINIUM ALLOY PRESSURE DIE CASTINGS

IS 11959: 1987 METHODS FOR METALLOGRAPHIC DETERMINATION OF MICROSTRUCTURE IN HARDMETALS

IS 11960: 1987
METHODS FOR METALLOGRAPHIC DETERMINATION OF APPARENT POROSITY AND 

UNCOMBINED CARBON IN HARDMETALS

IS 11998: 1987 ALUMINIUM FOR THE MANUFACTURE OF ALLOYS FOR IC ENGINE PISTONS

IS 12006: 1987 METAL PATTERN AND EPOXY RESIN PATTERN EQUIPMENT FOR FOUNDRIES

IS 12022: 1987 METHODS OF TESTING OF QUALITY CHARACTERISTICS FOR PISTON RINGS 

IS 12037: 1987 MACROGRAPHIC EXAMINATION BY SULPHUR PRINT ( BAUMANN METHOD) IST REV.

IS 12107: 1987
METHODS  OF CHEMICAL ANALYSIS  OF ALUMINO - SILICATE REFRACTORY MATERIALS PART 1 

DETERMINATION OF LOSS ON IGNITION

IS 12112: 1987 CODE OF PRACTICE FOR CONTROL OF AIR POLLUTION IN REFRACTORIES INDUSTRY

IS 12117: 1996 NORMS FOR CLASSIFICATION OF STEEL FOUNDRIES FOR QUALITY ASSURANCE IST REV.

IS 12177:1987
METHODS OF TESTS FOR OXIDATIVE AGEING OF ELECTRICAL INSULATING PETROLEUM OILS BY 

OPEN BEAKER METHOD



IS 12185: 1987 CODE OF PRACTICE FOR CONTROL OF AIR POLLUTION IN INTEGRATED ALUMINIUM INDUSTRIES

IS 12188: 1987 ELECTRIC DIRECT - ARC MELTING FURNACES

IS 12211: 1987
MICROGRAPHIC METHOD FOR ASSESSING THE DISTRIBUTION OF CARBIDES IN TOOL STEEL AND 

BEARING STEELS USING PHOTOMICROGRAPHS

IS 12272:1987 DIVIDED BLAST CUPOLA FURNACE

IS 12308: 1987
METHODS FOR CHEMICAL ANALYSIS OF CAST IRON AND PIG IRON: PART 1 DETERMINATION OF 

TOTAL CARBON BY THERMAL CONDUCTIVITY METHOD ( FOR CARBON 1.00 TO 4.50 PERCENT)

IS 12366: 1988 RECOMMENDED PRACTICE FOR HEAT TREATMENT OF TITANIUM AND TITANIUM ALLOYS

IS 12378: 1988 METHOD FOR MACROETCH TEST FOR TITANIUM ALLOYS

IS 12424:1988 HOT BOX RESIN FOR USE IN FOUNDRIES

IS 12444: 1988
CONTINUOUSLY CAST AND ROLLED ELECTROLYTIC COPPER WIRE RODS FOR ELECTRICAL 

CONDUCTORS

IS 12446:2007 BENTONITE FOR USE IN FOUNDRIES IST REV.

IS 12573: 1988
METHOD FOR MACRO ETCH TEST FOR WROUGHT ALUMINIUM AND ALUMINIUM ALLOY 

PRODUCTS

IS 12667: 1989 METHOD OF CHEMICAL ANALYSIS OF CHROMITE SAND PART 1 DETERMINATION OF SILICA

IS 12799: 1989 RECOMMENDED PRACTICE FOR IMPREGNATION OF CASTINGS

IS 12820: 2004

DIMENSIONAL REQUIREMENTS OF RUBBER GASKETS FOR MECHANICAL JOINTS AND PUSH -ON 

JOINT FOR USE WITH CAST IRON PIPES AND FITTINGS FOR CARRYING WATER, GAS AND 

SEWAGE

1ST REV.

IS 12826: 1989
CODE OF PRACTICE FOR ORDERING , TESTING AND ACCEPTANCE OF INDUSTRIAL FURNACES 

PART 1 PURCHASER'S DATA SHEET FOR ORDERING OF INDUSTRIAL FURNACES

IS 12847: 1997 CARBON  BONDED SILICON CARBIDE CRUCIBLES - SPECIFICATION IST REV.

IS 12880: 1989 GUIDELINES FOR CONTROLLING FOUNDRY REJECTION 

IS 12938: 1990 ACCEPTANCE STANDARDS FOR RADIOGRAPHIC INSPECTION OF STEEL CASTINGS

IS 12968:1991 STEEL CASTINGS FOR CRANKSHAFTS FOR MARINE ENGINES

IS 12987: 1991
CAST IRON DETACHABLE JOINTS FOR USE WITH ASBESTOS CEMENT PRESSURE PIPES (LIGHT 

DUTY)

IS 12988: 1991
DIMENSIONAL REQUIREMENTS FOR RUBBER SEALING RING FOR CID JOINTS IN ASBESTOS 

CEMENT PIPING FOR LIGHT DUTY AC PIPES

IS 13013: 1990
CODE OF PRACTICE FOR PACKAGING THERMAL INSULATION MATERIALS PART 1 SLABS, 

MATTRESSES AND PIPE -SECTIONS MADE OF FIBROUS MATERIALS

IS 13015: 1991 MACROETCH  TESTING, INSPECTION AND RATING OF STEEL PRODUCTS

IS 13052: 1991 INTERNAL COMBUSTION  ENGINES - CYLINDER LINERS- QUALITY CHARACTERISTICS

IS 13090: 1991 AUTOMOTIVE VEHICLES - COMMERCIAL VEHICLES - CLUTCH HOUSINGS - DIMENSIONS

IS 13100:1991 PITCH POWDER FOR USE IN CAST IRON FOUNDRY

IS 13126: 1991 SILICON CARBIDE CHILLS

IS 13156:  1991 SHEAVE PULLEY BLOCKS FOR WIRE ROPE- SPECIFICATIONS

IS 13196: 1991 AUTOMOTIVE VEHICLES - LIGHT ALLOYS WHEEL FOR MOTORCYCLES SPECIFICATION

IS 13286: 1992 SURFACE SPREAD OF FLAME FOR THERMAL INSULATION MATERIALS- METHOD OF TEST

IS 13382: 2004
CAST IRON SPECIALS FOR MECHANICAL AND PUSH-ON FLEXIBLE JOINTS FOR PRESSURE PIPES 

LINES FOR WATER, GAS AND SEWAGE - SPECIFICATION
IST REV.

IS 13417: 1992 CODE OF PRACTICE FOR HEAT  TREATMENT OF STEELS

IS 13484: 1992 METHOD FOR MACROETCH TEST FOR  COPPER AND COPPER ALLOYS

IS 13502:1992 PIG IRON

IS 13573:1992
JOINT AND TERMINATIONS OF POLYMERIC CABLES FOR WORKING VOLTAGES FROM 6.6 KV UP 

TO AND INCLUDING 33 KV - PERFFORMANCE REQUIREMENTS AND TYPE TESTS

IS 13605: 1992 METHOD FOR MACROETCH TEST FOR ZINC AND ZINC ALLOYS

IS 13655: 1993 GUIDELINES FOR HEAT TREATMENT OF CAST IRON

IS 13691: 1993 DETERMINATION OF TOTAL OR EFFECTIVE THICKNESSES OF THIN SURFACE HARDENED LAYERS

IS 13840: 1993
CHEMICAL ANALYSIS  OF FERRO TITANIUM  PART 1 DETERMINATION OF CARBON BY DIRECT 

COMBUSTION GRAVIMETRIC METHOD



IS 14126 : 1994 METALLIC COATINGS - MEASUREMENT OF THICKNESS - COULOMETRIC METHOD

IS 14149: 2008
METALLIC AND NON - METALLIC COATINGS - MEASUREMENT OF THICKNESS - BETA 

BACKSCATTER METHOD
IST REV.

IS 14329:1995 MALLEABLE IRON CASTINGS

IS 14406: 1996 REFRACTORIES FOR FORGE AND HEAT TREATMENT FURNACES - RECOMMENDATIONS

IS 14529: 1998
CHEMICAL ANALYSIS  OF FERRO SILICON MAGNESIUM  ALLOY PART 2 DETERMINATION  OF 

CALCIUM AND MAGNESIUM

IS 14598: 1998 HEAT TREATMENT OF MARAGING STEEL - CODE OF PRACTICE

IS 14722: 1999
TECHNICAL DRAWINGS - SIMPLIFIED REPRESENTATION OF MOULDED, CAST AND FORGED 

PARTS

IS 15338: 2003
SPECTROMETRIC ANALYSIS OF CAST IRON BY DIRECTT READING OPTICAL EMISSION VACUM 

SPECTROMETER - POINT TO PLANE TECHNIQUE

IS 15396: 2003 CHEMICAL  ANALYSIS  OF FERRO SILICON - ZIRCONIUM  ALLOYS


